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for elevated horizontal assembly 
Assembly instructions

Range of products: 
1  module clamps
2  slip protection 
3  anti-slide protection
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Adjustable module clamping for elevated horizontal assembly  Assembly instructions

A  Angle mounting rail bottom
Fit the screw connection and tighten with a torque of 14 – 16 Nm.

B  Angle mounting rail top
Fit the screw connection but do not tighten.

variant 1: execution with profi le 40 x 40 standard variant 2: execution with profi le 40 x 40 light

Fixing the mounting rails to the elevation angle

variant 2:
When using 40 x 40 light profi le instead, they are 
fi xed with cross connectors, hex head screws M8 x 
20, disks with a diameter of 8.4 and M8 locking nuts.

variant 1: 
Profi le rail 40 x 40 standard is fi xed with hammerhead 
screws M8x20 and locking nuts.
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Module assembly – fi t the slip protection

The slip protection is hung into the bottom rail.

NOTE: In this arrangement you must ensure that the water drainage holes in hollow chamber module frame are 
not blocked.

Adjust the mounting profi le and assemble

Align the upper mounting rail to the outer edge of the module and fi x the cross connector with a torque of 
12 – 14 Nm.

Adjustable module clamping for elevated horizontal assembly  Assembly instructions
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Module fastening – Fixing of the module clamps

The module clamps are fastened with a torque of 14 – 16 Nm.  You must ensure that the distance between the 
clamps is as per manufacturer’s instructions.

Fix the anti-slide protection

At each end and beginning of a module row, anti-slide protections are fi tted to the locking nuts. They are 
fastened with hammerhead screws. 

Adjustable module clamping for elevated horizontal assembly  Assembly instructions


