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For connecting the profiles, rail connectors will be used. They have to be installed at that point where the
moment of span and the supporting moment are changing (M = 0). Usually is this in a range of ¥4 or ¥s of the
profiles span. Adjustment of the rail connectors should be either on the bottom of the rail or, if possible, on the
side of the profile which is faced to the eaves side. This applies for profiles 28 x 28, 33 x 38, 40 x 40 light and
also 40 x 40 standard. For all the other profiles adjustment is shown below.

4-hole connectors will be used for
axial rail joints.

Usage with 28 x 28, 40 x 40 light
and 40 x 40 standard.
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Rail connectors Mounting instruction

Practical examples:

u i o d -
: i (g
a-'rh'rr- II’.m“’
“fl-‘rﬂ- -u:n“'

e

450 -
- 225
L9 ] [ LB
- 25
175 |50 | 175 _

Rail connector for 40 x 60 profile, consisting of a connecting insert 35 x 20 x 2 (450 mm) and drilling screws

according packing list
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Rail connector for 45 x 75 profile, consisting of profile rail 40 x 40 light (450 mm) and drilling screws according

packing list
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Rail connector for 65 x 100 profile, consisting a of connecting insert 60 x 50 x 3 (450 mm) and drilling screws

according packing list
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Rail connector for the profile 75 x 120, consists of a connecting sleeve (590 mm) and drilling screws according

to the packing list
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