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Trapezoidal shoes are from Common examples:
stainless steel manufactured
fasteners for PV-installations on
roofs with corrugated roofing.

trapezoidal shoe standard, A2 trapezoidal shoe with bar, A2

trapezoidal shoe with angle, A2 trapezoidal shoe with threaded
bolt, A2

ALTEC Metalltechnik GmbH - Industriegebiet 1 - 07924 Crispendorf - Tel. 03663 4210-0 - Fax 03663 4210-211 - info@altec-metalltechnik.de -

© ALTEC Metalltechnik GmbH - 08/2015 - Irrtum und technische Anderungen vorbehalten.



Trapezoidal shoes Assembly instructions

Minimum sheet metal thickness of
the roofing required:

Steel: 0.63 mm
Aluminium: 0.80 mm

Put the trapezoidal shoe on the
corrugated metal and mark the
outline.

Fix the self-adhesive EPDM band
to the marked outline.

EPDM-tape, self-adhesive

Fit trapezoidal shoe and fix with
the enclosed drilling screw. Use a
maximum torque of 2 Nm.

Note: Ensure that the screws,
which are pre-assembled with
disks, are not tightened with too
much torque; this prevents com-
promise of the seal.

too little  too tight just right

drilling screw
as per encloded packing list

ATTENTION: The correct connection of the roofing to the sub-structure has to be
determined in advance.
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